Customer Part No.: 03-08-1326 Critical Visual Requirements
Quality Inspection Plan

Visual Requirement # 1 - Powder Coating

A) The most visible side to the strut is the front. It is the most critical visual requirement.
B) Color of powder coating must match MCI sample

C) Powder Coating must be free of blemishes, imperfections, speckles, etc.

A) Visible Side B) Powder Coating Color C) Blemishes, Imperfections, Speckles

MCI Sample Smartrend Sample

Dark speckles (imperfections)
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Visual Requirement #2 - Ridge or Indent
A) Front side and base must be free of ridge or indent

B) Ridge or Indent will cause some dimensions to exceed tolerance and will effect part operation
C) Ridge or Indent on front side will not meet visual requirement #1

MCI Sample - No Ridge or Indent = Accept

Smartrend First Sample = Reject
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Visual Requirement #3 - Tooling Wear Visual Requirement #4 - Top of Pegs - threaded holes

A) Tooling wear will cause bottom end of front side A) Accept - Pegs are level, no paint inside thread

to become uneven B) Reject - Pegs have counter sink and/or paint inside thread
Note: This area on strut for all orders must look the same

If this area looks different with each item, goods will be rejected

MCI Sample Smartrend Sample
(ACCEPT) (REJECT)
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